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The 550 series is a 
fully automated frozen 
beverage dispenser
series that provides the
highest capacity and 
most consistent quality 
in the industry, including
the only 3 barrel 
configuration offered by
any manufacturer.

DISPENSER VERSATILITY
F B D  5 5 3

Unit shown with
optional cart
• Cart with casters

allows for storage 
of syrup

• Bag-In-Box (BIB) 
syrup containers 
stack neatly in 
cabinet

Front serviceability
• Most serviceable components 
accessible through front panel

Back-lit Merchandiser
• Attractive graphic 
showcase standard

• Graphics panel hinges away 
to expose the system 

control panel
• Air Filter (washable)

removable from behind front door

Compact size
• Requires minimal 

counter or floor space

D R A W  P E R F O R M A N C E
75˚F Ambient / 45% Relative Humidity
64 oz./minute continuous alternating barrels



Superior air circulation
• Full louvered top, back and side 

panels provide superior air 
circulation for more efficient 
operation

Water inlet fittings
• Syrup, CO2 and water

are easily accessible 
at rear of cabinet

Drip tray and arm rest
• Removable for cleaning 

without the use of tools 
and comes with optional 
drain fitting kit

Unique 3 barrel configuration
• Now you can offer your 2 best

selling flavors year round and 
have a means for marketing 
new exciting flavors on a 
rotating schedule

Stainless steel cabinet
• Insulated for quiet operation
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DIMENSIONS
Countertop unit
Width:  20.1 in (511 mm)
Depth:  33.5 in (851 mm)
Height:  34 in (864 mm)

Floor mount unit
Width:  20.1 in (511 mm)
Depth:  33.5 in (851 mm)
Height:  68 in (1728 mm)

ELECTRICAL  215 to 245VAC, single
phase; 3 wire, 30 amp
Refrigeration Unit:
20,000 BTU, R-404A (60Hz)

AMPERAGE
17-19 (run load amps)

SPACE REQUIRED
Sides:  2 in (51 mm)
Back:  2 in (51 mm) minimum
Top:  12 in (305 mm) 

SHIPPING WEIGHT
Operating unit: 370 lb (163.3 kg)
Base cabinet: 80 lb (36.3 kg)

SYRUP CONNECTION
Bag-In-Box (BIB) or Figal (tanks)

MOTORS
Beater: (3) 1/6 HP
Fan: (1) 1/4 HP

WATER
Fresh water, 25 PSI minimum

Warranty: For warranty specifics by product, 
contact your Lancer Sales Representatives. 

3 Barrel High Quality Dispenser With Wave Cladding

Equipment design and/or specifications may change without notice.

20.1”
(511 mm)

34”
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